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POWER SUPPLY SYSTEM, POWER-SUPPLY
DEVICE AND POWER-SUPPLY METHOD

CROSS-REFERENCE TO RELATED
APPLICATION

The present application claims priority from Japanese
application JP2011-129188 filed on Jun. 9, 2011, the content
of which is hereby incorporated by reference into this appli-
cation.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a power-supply system, a
power-supply device and a power-supply method.

2. Description of the Related Art

Technology related to solar power generation has attracted
much attention in recent years. As an example of solar power
generation technology, Japanese laid-open patent publication
No. 2002-058177 discloses a nighttime power supply appa-
ratus for storing power generated by a solar battery in an
electric double-layer capacitor during the daytime to light an
LED or the like at night with use of the electric double-layer
capacitor as a power supply.

SUMMARY OF THE INVENTION

When a certain amount of power is supplied to a stage set
or the like using a power-supply device in which power gen-
erated by solar energy is stored, a plurality of power-supply
devices are required in a case where sufficient power is not
charged in a single power-supply device. However, when a
space to install the power-supply device is limited, it is desir-
able that the number of the power-supply devices to supply
power to the stage set or the like is as small as possible.

One or more embodiments of the present invention have
been conceived in view of the above, and an object thereof is
to allow power-supply devices, in which power generated by
solar energy is stored, to exchange power among themselves.

In order to solve the above described problems, a power-
supply system according to the embodiment of the present
invention includes a plurality of power-supply devices for
supplying power externally. The system includes a first
power-supply device, which is one of the plurality of the
power-supply devices, having a power storage section, and a
second power-supply device, which is one of the plurality of
power-supply devices and different from the first power-sup-
ply device, having a power storage section, wherein the power
storage section of the first power-supply device stores power
that is generated by a solar panel connected to the first power-
supply device and power that is generated by a solar panel
connected to the second power-supply device, stored in the
power storage section of the second power-supply device, and
supplied from the power storage section of the second power-
supply device.

A power-supply method according to the embodiment of
the present invention includes a generated power storing step
of storing power generated by a solar panel connected to a
first power-supply device into a power storage section of the
first power-supply device, a supplied power storing step of
storing power supplied by a second power-supply device,
which has a power storage section for storing power gener-
ated by a solar panel, into the power storage section of the first
power-supply device; and a power supplying step of exter-
nally supplying the power stored in the power storage section
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of the first power-supply device in the generated power stor-
ing step and the supplied power storing step.

A power-supply device according to the embodiment of the
present invention is a power-supply device that is included in
a power-supply system having a plurality of power-supply
devices that supply power externally. The system includes a
first power-supply device having a power storage section, and
a second power-supply device, which is different from the
first power-supply device, having a power storage section, the
power storage section of the first power-supply device stores
power that is generated by a solar panel connected to the first
power-supply device and power that is generated by a solar
panel connected to the second power-supply device, stored in
the power storage section of the second power-supply device,
and supplied from the power storage section of the second
power-supply device.

According to the embodiment of the present invention, the
power storage section of the first power-supply device stores
power generated by the solar panel connected to the first
power-supply device, and power generated by the solar panel
connected to the second power-supply device, stored in the
power storage section of the second power-supply device, and
supplied from the power storage section of the second power-
supply device, thereby allowing the power-supply devices, in
which power generated by solar energy is stored, to exchange
power among themselves.

According to an embodiment of the present invention, each
of'the plurality of power-supply devices includes a solar panel
and a power storage section, and the power storage section of
the first power-supply device, which is one of the plurality of
the power-supply devices, stores the power that is generated
by the solar panel of the first power-supply device and the
power that is generated by the solar panel of the second
power-supply device, stored in the power storage section of
the second power-supply device, and supplied from the power
storage section of the second power-supply device.

According to the embodiment of the present invention, the
power storage section of the first power-supply device stores,
from the power storage section of the second power-supply
device, power that has not been supplied to the external device
and remained in the power storage section of the second
power-supply device after the second power-supply device
supplies power to the external device, a portion of power
stored in the external device being supplied from the second
power-supply device before the first power-supply device
supplying power to the external device.

According to the embodiment of the present invention, the
plurality of power-supply devices supply power to a stage set
used in a plurality of performances, each of the plurality of
power-supply devices includes a storage section for storing
power generated by a solar panel, in parallel with setting up
the first power-supply device, which is one of the plurality of
power-supply devices, so as to supply power to the stage set
used in a first performance that is one of the plurality of
performances, the power storage section of the second power-
supply device, which is one of the plurality of power-supply
devices and different from the first power-supply device,
stores power generated by the solar panel, at the first perfor-
mance, the first power-supply device supplies to the stage set
a portion of power stored in the power storage section of the
first power-supply device, after the first performance ends and
before a second performance to be held after the first perfor-
mance starts, the first power-supply device supplies power
remaining in the power storage section of the first power-
supply device to the power storage section of the second
power-supply device, in parallel with setting up the second
power-supply device so as to supply power to the stage set at
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the second performance, the power storage section of the first
power-supply device stores power generated by the solar
panel, wherein, at the second performance, the second power-
supply device supplies to the stage set a portion of power
stored in the power storage section of the second power-
supply device, after the second performance ends and before
a third performance to be held after the second performance
starts, the second power-supply device supplies power
remaining in the power storage section of the second power-
supply device to the power storage section of the first power-
supply device, at the third performance, the first power-sup-
ply device supplies to the stage set a portion of power stored
in the power storage section of the first power-supply device.

According to the embodiment of the present invention,
each of'the plurality of power-supply devices includes a solar
panel.

According to the embodiment of the present invention, in
the supplied power storing step, power that is not supplied
externally and remains in the power storage section of the
second power-supply device is stored in the power storage
section of the first power-supply device.

According to the embodiment of the present invention,
after the supplied power storing step, storing power generated
by the solar panel connected to the second power-supply
device into the power storage section of the second power-
supply device, storing, into the power storage section of the
second power-supply device, power that is remaining in the
power storage section of the first power-supply device and not
supplied externally after the power generated by the solar
panel connected to the second power-supply device is stored
in the power storage section of the second power-supply
device, and externally supplying the power stored in the
power storage section of the second power-supply device.

According to the embodiment of the present invention, in
the power supplying step, after the second power-supply
device supplies the power to the external device, the power
stored in the power storage section of the first power-supply
device is supplied to the external device in which a portion of
power stored in the power storage section of the second
power-supply device is supplied.

According to the embodiment of the present invention, the
power generated by the solar panel is stored in the power
storage section outdoors, the power-supply method further
includes a step of moving the power-supply device from
outdoors to indoors, the power storage section of the power-
supply device storing the power generated by the solar panel,
and the power stored in the power storage section is externally
supplied in an indoor area.

A power-supply method according to the embodiment of
the present invention, for using a power-supply system
including a plurality of power-supply devices that supply
power to a stage set used in a plurality of performances, each
of'the plurality of power-supply devices having a power stor-
age section for storing power generated by a solar panel, the
method includes in parallel with setting up the first power-
supply device, which is one of the plurality of power-supply
devices, so as to supply power to the stage set used in a first
performance that is one of the plurality of performances,
storing power generated by the solar panel into the power
storage section of the second power-supply device, which is
one of the plurality of power-supply devices and different
from the first power-supply device, at the first performance,
supplying to the stage set a portion of power stored in the
power storage section of the first power-supply device, after
the first performance ends and before a second performance
to be held after the first performance starts, supplying power
remaining in the power storage section of the first power-
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supply device to the power storage section of the second
power-supply device, in parallel with setting up the second
power-supply device so as to supply power to the stage set at
the second performance, storing the power generated by the
solar panel into the power storage section of the first power-
supply device, at the second performance, supplying to the
stage set, using the second power-supply device, a portion of
power stored in the power storage section of the second
power-supply device, after the second performance ends and
before a third performance to be held after the second perfor-
mance starts, supplying, using the second power-supply
device, power remaining in the power storage section of the
second power-supply device to the power storage section of
the first power-supply device, and at the third performance,
supplyingto the stage set, using the first power-supply device,
a portion of power stored in the power storage section of the
first power-supply device.

According to the embodiment of the present invention, the
power generated by the solar panel is stored in the power
storage section outdoors, the power-supply method further
includes a step of moving the power-supply device from
outdoors to indoors, the power storage section of the power-
supply device storing the power generated by the solar panel,
and the power stored in the power storage section is supplied
to the stage set in indoor areas.

In some embodiments of this invention, “the second per-
formance” may be held immediately after “the first perfor-
mance”. In some embodiments of this invention, at least one
performance may be held between “the first performance”
and “the second performance”. In some embodiments of this
invention, “the third performance” may be held immediately
after “the second performance”. In some embodiments of this
invention, at least one performance may be held between “the
second performance” and “the third performance”.

BRIEF DESCRIPTION OF THE DRAWINGS

In the accompanying drawings:

FIG. 1 is a schematic configuration diagram showing an
example of a power-supply system according to an embodi-
ment of the present invention; and

FIG. 2 is a flowchart illustrating an example of the process
for supplying power to a stage set with the use of a power-
supply system according to an embodiment of the present
invention.

DETAILED DESCRIPTION OF THE INVENTION

An embodiment of the present invention will be described
below in detail with reference to the accompanying drawings.

FIG. 1 shows a schematic configuration diagram showing
an example of a power-supply system 10 according to an
embodiment of the present invention. The power-supply sys-
tem 10 according to this embodiment includes a plurality of
connectable power-supply devices 12 (12-1,12-2, ..., 12-n).
Each of the power-supply devices 12 according to this
embodiment includes a plurality of solar panels 14, a power
storage section 16, an inverter 18, a charger 20, a battery
monitor 22, a solar panel connector 24, an attachment plug
26, and a socket 28. In addition, the power-supply device 12
according to this embodiment includes switches for control-
ling whether to exchange power between the power storage
section 16 and an external device.

The solar panel 14 according to this embodiment can be
installed with a light receiving surface facing in any direction.
Further, the solar panel 14 according to this embodiment is
relatively lightweight and easy to move around.
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One power-supply device 12 according to this embodiment
includes a battery rack 30, which compactly accommodates
the power storage section 16, the inverter 18, the charger 20,
the battery monitor 22, the solar panel connector 24, the
attachment plug 26, and the socket 28. The battery rack 30
according to this embodiment has wheels, such as casters, at
the contact surface to the ground, and thus it is readily trans-
portable.

In this embodiment, wires connected to each of a plurality
of'solar panels 14 of one power-supply device 12 are concen-
trated to be electrically connected to the power storage sec-
tion 16 through the solar panel connector 24. Further, in this
embodiment, direct-current power generated by the solar
panels 14 is stored in the power storage section 16. Further, in
this embodiment, the solar panels 14 are removably con-
nected to the battery rack 30 through the solar panel connector
24 so that the solar panels 14 connect to or disconnect from
the battery rack 30 in an easy way.

In the power-supply device 12 according to this embodi-
ment, the power storage section 16 and the socket 28 are
electrically connected to each other through the inverter 18.
When the attachment plug 26 of the device to which the power
is supplied is inserted into the socket 28 of the power-supply
device 12, and the switch to conduct current is turned to ON,
direct-current power stored in the power storage section 16 is
converted into alternating-current power by the inverter 18,
and then supplied to the connected device through the socket

In this embodiment, the power storage section 16 and the
attachment plug 26 are electrically connected to each other
through the charger 20. When the attachment plug 26 of the
power-supply device 12 is inserted into the socket 28 of the
device to which the power is supplied, and the switch to
conduct current is turned to ON, alternating-current power
supplied by the external device is converted into direct-cur-
rent power by the charger 20, and then stored in the power
storage section 16.

Further, the power-supply device 12 according to this
embodiment can store the power supplied by the external
device through the attachment plug 26 in the power storage
section 16, while storing the power generated by the solar
panels 14 in the power storage section 16.

In this embodiment, when a socket 28 of a specific power-
supply device (e.g., a first power-supply device 12-1) receives
an attachment plug 26 of other power-supply device (e.g., a
second power-supply device 12-2), and a switch to conduct
current is turned to ON, the power stored in the power storage
section 16 of the first power-supply device 12-1 is supplied to
the power storage section 16 of the second power-supply
device 12-2. Further, the battery rack 30 according to this
embodiment has the attachment plug 26 on the surface oppo-
site to the surface where the socket 28 is provided, thereby
allowing three or more power-supply devices to readily con-
nect to one another. In addition, in this embodiment, the
attachment plug 26 and the socket 28 are placed at almost the
same height from the contact surface to the ground. The solar
panel connector 24 may also be placed at almost the same
height from the contact surface to the ground as the attach-
ment plug 26 and the socket 28.

Further, the battery monitor 22 according to this embodi-
ment has a display to numerically display a power amount
stored in the power storage section 16 and the proportion of
the stored amount with respect to the capacity of the power
storage section 16, thereby allowing a user to externally view
the power amount stored in the power storage section 16.

With use of the power-supply system 10 according to this
embodiment, for example, atleast a portion of the power used
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in the stage set including lighting facilities used in perfor-
mances, such as concerts, can be supplied by power generated
by solar energy.

In the following, with reference to the flow chart in FIG. 2,
there will be described an example of the operation for sup-
plying, over a period of days, power to the stage set including
lighting facilities used in nighttime concerts using the power-
supply system 10 according to this embodiment.

During the preparation period of a concert, a first power-
supply device 12-1 is located at a charging location provided
outdoors, and power generated by the solar panels 14 of the
first power-supply device 12-1 is stored in a power storage
section 16 of the first power-supply device 12-1 (S101). In
this embodiment, suppose that power up to 100% of the
capacity ofthe power storage section 16 is stored in the power
storage section 16 provided in the first power-supply device
12-1 over a period of days.

Subsequently, the solar panels 14 of the first power-supply
device 12-1 are disconnected from the battery rack 30 of the
first power-supply device 12-1 (S102). The battery rack 30 of
the first power-supply device 12-1 is moved from the charging
location to the concert hall (S103). In this embodiment, sup-
pose that the concert hall is located within an indoor space.

Next, the first power-supply device 12-1 is set up to supply
power to the lighting facilities or the like in the concert
(S104). The attachment plug 26 provided in the lighting
facilities or the like is inserted into the socket 28 of the first
power-supply device 12-1, the switch to conduct current is
turned to ON, and then power stored in the power storage
section 16 of the first power-supply device 12-1 is supplied to
the stage set such as the lighting facilities.

In parallel with the steps shown in S102 to S104, a second
power-supply device 12-2 is located at the charging location,
and in the daytime, power generated by the solar panels 14 of
the second power-supply device 12-2 is stored in the power
storage section of the second power-supply device 12-2
(S105). In this embodiment, suppose that power up to 70% of
the capacity of the power storage section 16 is stored in the
power storage section 16 of the second power-supply device
12-2.

During a concert held at night time, the first power-supply
device 12-1 supplies power to the lighting facilities or the like
(S106). In this embodiment, suppose that power of 70% of the
capacity of the power storage section 16 of the first power-
supply device 12-1 is consumed, and as a result, the amount of
power that remains in the power storage section 16 of the first
power-supply device 12-1 is 30% of the capacity. In parallel
with the step shown in S106, and before the concert ends, the
solar panels 14 of the second power-supply device 12-2 are
disconnected from the battery rack 30 of the second power-
supply device 12 (S107), and the battery rack 30 of the second
power-supply device 12-2 is moved from the charging loca-
tion to the concert hall (S108).

After the concert, the attachment plug 26 of the second
power-supply device 12-2 is inserted into the socket 28 of the
first power-supply device 12-1, the switch to conduct current
is turned to ON, and then power is supplied from the power
storage section 16 of the first power-supply device 12-1 to the
power storage section 16 of the second power-supply device
12-2 (S109). With this, the power stored in the power storage
section 16 of the first power-supply device 12-1 is lost, and
power of 100% of the capacity of the power storage section 16
of'the second power-supply device 12-2 is stored in the power
storage section 16.

Subsequently, the battery rack 30 of the first power-supply
device 12-1 is moved from the concert hall to the charging
location (S110). The solar panels 14 of the first power-supply
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device 12-1 then connect to the battery rack 30 of the first
power-supply device 12-1 (S111). During the daytime of the
day following the concert indicated in S106, power generated
by the solar panels 14 of the first power-supply device 12-1 is
stored in the power storage section 16 of the first power-
supply device 12-1 (S112). In this embodiment, power up to
70% of the capacity of the power storage section 16 is stored
in the power storage section 16 of the first power-supply
device 12-1. In parallel with the steps shown in S110 to S112,
a setting is made so that the second power-supply device 12-2
can supply power to the lighting facilities or the like (S113).

During the concert held on the night of the same day, the
second power-supply device 12-2 supplies power to the light-
ing facilities or the like (S114). In this embodiment, suppose
that power of 70% of'the capacity of the power storage section
16 of the first power-supply device 12-1 is consumed, and as
a result, the amount of power that remains in the power
storage section 16 of the first power-supply device 12-1 is
30% of the capacity. In parallel with the step shown in S114,
and before the concert ends, the solar panels 14 of the first
power-supply device 12-1 are disconnected from the battery
rack 30 of'the first power-supply device 12-1 (S115), and the
battery rack 30 of the first power-supply device 12-2 is moved
from the charging location to the concert hall (S116).

After the concert, the attachment plug 26 of the first power-
supply device 12-1 is inserted into the socket 28 of the second
power-supply device 12-2, the switch to conduct current is
turned to ON, and then power is supplied from the power
storage section 16 of the second power-supply device 12-2 to
the power storage section 16 of the first power-supply device
12-1 (S117). With this, the power stored in the power storage
section 16 ofthe second power-supply device 12-2 is lost, and
power of 100% of the capacity of the power storage section 16
of the first power-supply device 12-1 is stored in the power
storage section 16.

Subsequently, the battery rack 30 of the second power-
supply device 12-2 is moved from the concert hall to the
charging location (S118). The solar panels 14 of the second
power-supply device 12-2 then connect to the battery rack 30
of the second power-supply device 12-2 (S119). During the
daytime of the day following the concert indicated in S114,
power generated by the solar panels 14 of the second power-
supply device 12-2 is stored in the power storage section 16
provided in the second power-supply device 12-2 (S120). In
this embodiment, power up to 70% of the capacity of the
power storage section 16 is stored in the power storage section
16 of the second power-supply device 12-2. In parallel with
the steps shown in S118 to S120, a setting is made so that the
first power-supply device 12-1 can supply power to the light-
ing facilities or the like (S121).

Similar steps as shown in S106 through S121 are repeat-
edly executed so that the power-supply system 10 according
to this embodiment supplies power to the stage set used in
concerts over a period of days.

In the above example, after solar panels 14 connected to a
power-supply device 12 supply power to a power storage
section 16, other power-supply devices 12 additionally sup-
ply power to that power-supply device 12. In this regard, after
other power-supply devices 12 supply power to that power-
supply device 12, the solar panels 14 connected to that power-
supply device 12 may additionally supply power to the power
storage section 16.

A power storage section 16 provided in a power-supply
device 12 according to this embodiment includes six 12-volt
lead storage batteries. Note that a storage battery included in
the power storage section 16 may be any kind of battery. For
example, the power storage section 16 may include a lithium-
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ion secondary battery. In the power storage section 16, three
units each having two storage batteries connected in series are
connected in parallel in three lines. Accordingly, the power
storage section 16 according to this embodiment has a voltage
of'24 volts. Further, in this embodiment, each storage battery
has a capacity of 150 ampere-hours. Accordingly, the capac-
ity of the entire power storage section 16 is, when calculated
in terms of 100 volts, 108 ampere-hours. In other words, the
amount of power storable in the entire power storage section
16 is 10.8 kilowatt-hours of power. The power stored in the
power storage section 16 is supplied to other devices through
the inverter 18 as 100-volt alternating-current power.

In this embodiment, the amount of power supplied from a
power-supply device 12 to other power-supply device 12 per
unit of time is smaller than the amount of power supplied
from the power-supply device 12 to the stage set or the like per
unit of time. Further, in this embodiment, a single period of
time for supplying power from a power-supply device 12 to
an other power-supply device 12 is longer than a single period
of'time for supplying power from the power-supply device 12
to the stage set or the like. In view of the efficiency of the
inverter 18 or using the power-supply system 10 according to
this embodiment so as to supply stable power for a concert or
the like for about five hours, for a device which requires a
large amount of power, for example, a device used in perfor-
mances such as a concert, the power-supply device 12 can
stably supply about 75% of the entire capacity of the power
storage section 16, which is about 8.0 kilowatt hours. The rest
of'the power, which is more than 2.0 kilowatt hours of power,
is supplied to the power storage section 16 of other power-
supply device 12 by long duration low-power output. In this
way, in the power-supply system 10 according to this embodi-
ment, a power-supply device 12 supplies power to a device
which requires high power, and subsequently, the rest of the
power stored in the power-supply device 12 is supplied to
another power-supply device 12, thereby enabling effective
use of power generated by solar energy.

Further, power-generating capacity of a solar panel 14
according to this embodiment is 190 watts, and 10 solar
panels 14 are connected to a power-supply device 12. Accord-
ingly, a maximum of 1.9-kilowatts of power generated by the
solar panels 14 is supplied to the power storage section 16 of
the battery rack 30. It is expected that power of 80% of full
capacity is generated on a sunny day, and thus when it is
sunny all day, it may be possible to generate enough power to
fully charge a power storage section 16 of one power-supply
device 12.

On the other hand, there may be a case where a power
storage section 16 of one power-supply device 12 is not fully
charged for one day when it is cloudy all day, for example. In
this case, in the power-supply system 10 according to this
embodiment, a power storage section 16 of one power-supply
device 12 can be fully charged by being powered by another
power-supply device 12 used in the concert on the previous
day, or, while solar panels 14 of a plurality of power-supply
devices 12 generate power in parallel, concentrating power
generated by the solar panels 14 and stored in the power
storage section 16 into the power storage section 16 of one
power-supply device 12.

The present invention is not to be limited to the above
described embodiment.

For example, one power-supply device 12 may include a
plurality of chargers 20 so that one power-supply device 12
may be powered by each power storage section 16 of a plu-
rality of power-supply devices 12 in parallel.
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Further, a set of a plurality of solar panels 14 may be used
specifically for a corresponding power-supply device 12.
Alternatively, it is possible to change the power-supply device
12 connected to the set of solar panels as needed.

Further, it is possible to have an arrangement where the set
of solar panels 14 are accommodated in the battery rack 30
and not removably connected to the battery rack 30, and
moved with the battery rack 30 as a unit. In addition, when the
solar panels 14 generate power, Maximum Power Point
Tracking control (MPPT control) may be performed.

In the above, specific numeric values are exemplary, and
the present invention is not limited to these values.

While there have been described what are at present con-
sidered to be certain embodiments of the invention, it will be
understood that various modifications may be made thereto,
and it is intended that the appended claim cover all such
modifications as fall within the true spirit and scope of the
invention.

What is claimed is:

1. A power-supply system comprising:

a first power-supply device which supplies power exter-
nally and includes a first power storage section; and

a second power-supply device which supplies power exter-
nally and includes a second power storage section,
wherein

the first power-supply device and the second power-supply
device, both of which supply power to a stage set used in
a first performance, a second performance, and a third
performance, and wherein

in parallel with setting up the first power-supply device so
as to supply power to the stage set used in the first
performance, the second power storage section stores
power generated by the solar panel connected to the
second power-supply device, and wherein

at the first performance, the first power-supply device sup-
plies to the stage set a portion of power stored in the first
power storage section, and wherein

after the first performance ends and before the second
performance to be held after the first performance starts,
the first power-supply device supplies power remaining
in the first power storage section to the second power
storage section, and wherein

in parallel with setting up the second power-supply device
so as to supply power to the stage set at the second
performance, the first power storage section stores
power generated by the solar panel connected to the first
power-supply device, and wherein

at the second performance, the second power-supply
device supplies to the stage set a portion of power stored
in the second power storage section, and wherein

after the second performance ends and before the third
performance to be held after the second performance
starts, the second power-supply device supplies power
remaining in the second power storage section to the first
power storage section, and wherein

at the third performance, the first power-supply device
supplies to the stage set power stored in the first power
storage section.
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2. The power-supply system according to claim 1, further
comprising:

a first solar panel connected to the first power-supply

device, and

a second solar panel connected to the second power-supply

device.

3. A power-supply method for using a power-supply sys-
tem including a plurality of power-supply devices that supply
power to a stage set used in a plurality of performances, each
of' the plurality of power-supply devices having a power stor-
age section for storing power generated by a solar panel, the
method comprising:

in parallel with setting up the first power-supply device,

which is one of the plurality of power-supply devices, so
as to supply power to the stage set used in a first perfor-
mance that is one of the plurality of performances, stor-
ing power generated by the solar panel into the power
storage section of the second power-supply device,
which is one of the plurality of power-supply devices
and different from the first power-supply device;

at the first performance, supplying to the stage set a portion

of power stored in the power storage section of the first
power-supply device;

after the first performance ends and before a second per-

formance to be held after the first performance starts,
supplying power remaining in the power storage section
of the first power-supply device to the power storage
section of the second power-supply device;

in parallel with setting up the second power-supply device

so as to supply power to the stage set at the second
performance, storing the power generated by the solar
panel into the power storage section of the first power-
supply device,

atthe second performance, supplying to the stage set, using

the second power-supply device, a portion of power
stored in the power storage section of the second power-
supply device;

after the second performance ends and before a third per-

formance to be held after the second performance starts,
supplying, using the second power-supply device,
power remaining in the power storage section of the
second power-supply device to the power storage sec-
tion of the first power-supply device; and

at the third performance, supplying to the stage set, using

the first power-supply device, a portion of power stored
in the power storage section of the first power-supply
device.

4. The power-supply method according to claim 3,

wherein the power generated by the solar panel is stored in

the power storage section outdoors,

and wherein the power-supply method further comprises a

step of moving the power-supply device from outdoors
to indoors, the power storage section of the power-sup-
ply device storing the power generated by the solar
panel,

and wherein the power stored in the power storage section

is supplied to the stage set in indoor areas.
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